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1. & H ] & &k &

Apply Environmental Condition :

No. IH item #Hs standard

SIA R
1-1 (GRS -20°C ~60C
Storage Temperature Range

T SE R
1-2 T’Rﬁz/ﬂﬂ_&: -10C~50TC
Operating Temperature Range

A 5 BR
13 [BRIF E@E 4.8V~7.4V
Operating Voltage Range

2. Ml 3R E

Standard Test Environment :

Ao A AL FORATRAL AME 8
B 25+5C » 4p=4iB & 65 £ 109, b4 6 & 215 h
PR A 3 R e L .

2-1 MR Every characteristic of the inspect must be
Standard Test Environment normal temperature and humidity carry out

the test , temperature 25+5°C and relative
humidity 65+109% of judgment made in
accordance with this specification standard
testing conditions.

3. B &

Appearance Inspection :

No. I H item ##% standard
51 PHBIRT < e
Outline Drawing Dimension see the attachment
3.0 PNE ATHE R iF e i
Appearance No damage which affects functions allowed
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4. B R R &

Electrical Specification (Function of the Performance) :

No. WH item 6.0V 7.4V
7e i

4-1 Iﬁi"‘ﬂi 0.12 sec/60° 0.10 sec/60°
Operating speed (at no load)
PoEREENA

4o [EH i 60 mA 80 mA
Running current (at no load)

4-3 & LT 2.2 kg-cm 2.6 kg-cm
Stall torque (at locked)
=R = AT

4oq P 550 mA 700 mA
Stall current (at locked)
ery T sy

4-5 'fﬂ‘* E2LJIL 5 mA 5 mA
Idle current (at stopped)

P 42 %N TERM 0 PIREE [ i (7
Note: Item 4-2 definition is average value when the servo running with no load

5. B W

Mechanical Specification :

No. IiH item #H% standard
5.1 MBS I
Overall Dimensions See the drawing
5.2 f%*%f"jﬁa@}g 220°+ 10°
Limit angle
53 |HE 16 £ 1g
Weight
=1
s |HGUEEE 426 PVC
Connector wire gauge
5-5 LR 350 £ 5 mm
Connector wire length
Nired
s [fERFUE 25T/ ¢ 5.8
Horn gear spline
s, [EF R o
Horn type Single
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6. 7% &l fr %

Control Specification :

Ck L R2ST
®3.80

No. miH A
o1 IR AR 95
Control system Pulse Width Modification
o A B
Amplifier type Digital Controller
Hh FEE
6-3 %R{/E%}; 90° (f£ 1500—2000 u sec)
Operating travel
6-4 RERVA VAL o 1500 usec
Neutral position
S
65 | 5 sec
Dead band width
6 e A WiE gl (£ 1500—2000 1 sec)
i Rotating direction Counterclockwise (when1500-2000 psec)
=R REAS E
67 |[TNEEHEE 800->2200 1 sec
Pulse width range
6.8 A EBf L [E] K#%1 170° (£F 800—>2200 1 sec)
Maximum travel Approx 170° (when800—2200 y sec)
29.80
27,20
—8.35 600
;5—1&135017_8_08
g [ A A i Ti85.90552
gj i [£@5.10£0.02

JIZR0.05

Y =
a < 19
= [4¥/ BNV
%
U0
13.0
Product Name Model No. Version Page
¥rfAMRE Digital Servo TR-4 \% | 3/3




